# Convertible Rope Winder

For Installation of Transmission / Sub Transmission Conductors

## Specifications

<table>
<thead>
<tr>
<th>Model RW50-1212SL</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length (Approx.)</td>
</tr>
<tr>
<td>Width (Approx.)</td>
</tr>
<tr>
<td>Height (Approx.)</td>
</tr>
<tr>
<td>Weight (Less reel)</td>
</tr>
</tbody>
</table>

## Reel Capacity

| Maximum width     | 1220 mm (48") |
| Maximum diameter  | 1220 mm (48") |
| Maximum reel weight| 4,990kg (11,000 lbs) |

## Performance

227 kg @ 7.2 km/h (500 lbs @ 4.5 mph)

## Standard Equipment

- Lightweight easily disassembled components for portability
- Hydraulic drive motor is pin mounted allowing transfer from one rope let-off stand to another converting to a rope winder
- Built-in screw type jacks for self-loading of rope reels
- Manual caliper disc brake

## Options

- Automatic leadscrew levelwind system for rope winder function
- Steel pulling rope reels

---

**REEL WINDERS**

**OUR PEOPLE CARE . . .
OUR EQUIPMENT IS THE PROOF**

---

**TENSION STRINGING EQUIPMENT & ACCESSORIES CATALOGUE**

Timberland Equipment Limited  
PO Box 490, 459 Industrial Avenue  
Woodstock, Ontario, Canada N4S 7Z2  
Phone: (519) 537-6262  
Fax: (519) 539-5853  
Web: www.timberland.on.ca  
Email: sales@tewinch.com

At Timberland, engineering is a process of continuous improvement therefore, specifications are subject to change without notice.